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Isolation transformer MED R 3rd
medical isolation transformer approved to 60601-1 3rd Edition 

The MED R 3rd series corresponds to current medical standards and is tested according to the 3rd edition. The compact design 
provides stability and flexible siting. Immune to electromagnetic changes run the medical isolation transformer of the MED R 3rd 
series without interference and influence no other technical devices by unwanted electrical or electromagnetic effects. With the 
isolation transformer MED R 3rd you protect your patients against leakage and prevent devices failure by surges.

Power:

Rated voltage:

Output voltage:

Test voltage:

No. of outlets:

Weight:

Dimensions  (H x W x D):

Ambient temperature: 

Storing temperature: 

Color:

Standards: 

300 V

230 V

230 V

4

4,5 kg

85 x 150 x 240 mm (rubber feet +6mm)

600 V

230 V

230 V

6

7,5 kg

95 x 170 x 270 mm (rubber feet +6mm) 

1000 V

230 V

230 V

9

12,5 kg

100 x 220 x 300 mm (rubber feet +6mm)

300 VA		                	               600 VA	  	                          1000 VA

2007138 2007189 2007190Art.No.: 

▶ technical Data

4 kV between primary and secondary winding

max. 40 °C

max. -10 °C bis +50 °C

RAL 7035  light gray

IEC 60601-1 3rd Edition, EN 60601-1 3rd Edition, EN 60601-1-2, IEC 60601-1-2, UL 60601-1, CSA C22.2 No. 601.1-M90, TÜV – geprüft


