
Neovo LCD X-17 Schwarz 

 

 

Standard: DIN EN 60950-1 (Information technology) 

The X-17 is a highly durable 17" display that will deliver decades of performance. Featuring NeoV™ Optical Glass, 
built-in video support and multiple input options, the X-17 is well suited to professional public environments. The 
unique metal casing and VESA compatible wall mounts allows the X-17 to be mounted just about anywhere. The 
unique look and versatility of the X-17 make it the perfect display solution for any modern environment.  

Features  

• NeoV™ Optical Glass  

• Durable metal casing  

• Swift 3 ms response time  

• Crisp 3000:1 dynamic contrast ratio  

• S-Video and CVBS inputs  

• DVI video inputs for high quality signal  

• Hot key for preferred video mode: User, Text, Movie, Game, and Graphic  

• Auto-adjustment for optimal settings  

• Kensington® security socket  

• VESA standard wall mount  

• Available colours: black, white 
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Technical Data: 

 Panel-Type 17" TFT-LCD Panel  
Size 17.0" (432mm) 
Max.resolution SXGA 1280 x 1024  
Pixel size  0.264mm  
Brightness 300cd/m2(typical) 
Contrast  800:1 (typical)  
View Angle(H/V)  160°/160° (typical) 
No. of colors 16.7M  
Reaction time 3ms (GTG) 
CCFL (Backlight)  4 
MTBF 50,000 hrs (typical)  
Frequencies  
Horizontal 30kHz - 80kHz  
Vertical 50Hz - 75Hz 
Max. Pixel speed 135MHz  
VGA connector 15-Pin Mini D-Sub 

video 4-Pin Mini Din S-Video CVBS 
Jack  

DVI-D connector 29-Pin DVI-D  
Glass size 3.0mm(0.18")  
Reflexion  < 1% 
Transparency > 96%  
Hardness (MOH) > 6H 
Tilt / Swivel  0°~15°(Tilt)  
FPMPMI  Ja (100mm)  
Dim. (W x H x D) 408 x 398 x 175mm  
Dim. (W x H x D) 
without stand  408 x 360.5 x 54.5mm  

Standards  

FCC, UL, EPA, TUV/Baurt, 
NORDIC, TCO95 NUTEK, 
BSMI, VCCI, CCC, CB, ISO 
13406-2, EMV 

Power Supply 100~240V, 50~60Hz  
Secondary conn. 12V/4A 2,1mm  
Power 
consumption 

< 48W (On), < 5W (Stand-by) 
< 5W (Off)  

Pixel error class ISO 13406-2 Klasse II  
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