
NDS EndoVue 19" 

 

 

Safety standard: DIN EN 60601-1 (Medical electrical equipment) 

Fully compliant for medical use in Surgery, the EndoVue™ from NDS delivers the key advantages for basic video-
based imaging environments. A robust, lightweight, fexible input design enables easy physical installation, while 
proprietary factory color-calibration ensures reliable, consistent, realistic image reproduction instantly. The EndoVue™ 
offers HighDefnition interface (HDTV 1280 x 1024px) featuring high brightness, high resolution, exceptional contrast, 
and true color reproduction with unsurpassed image quality. 

Technical Data: 

IMAGE PERFORMANCE 

LCD Panel  Active Matrix With In Plane Switching (IPS) 

Picture Size (H x W)  14.8 x 11.9 inches (376 x 301 mm) 
Viewing Area (Diagonal)  19 inches (483 mm) 
Pixel Pitch 0.294 mm  
Resolution (H x W)  1280 x 1024 (SXGA) 
Luminance  350 cd/m2 
Contrast Ratio  650:1 
Aspect Ratio  5:4 
Number of Colors 16.8 Million 
Color Gamut  100% (SMPTE 296M, HD Standard) 
Viewing Angle  178°  
Response  10-16 ms 
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GENERAL 

Power Requirements  22 – 24 Volts DC 
Power Consumption  60W (typical)  

Dimensions (W x H x D)  18 x 16 x 4 inches (465 x 400 x 98 mm) 

Weight  15 lbs (6.8 Kg)  
Temperature Operating: 0 to +40°C (+32 to +104°F)  

 Storage: -20 to +60°C (-4 to +140°F) 

Humidity  Operating: 20 – 85% RH 

 Storage: 5 – 85% RH 
Mounting  100 mm VESA 

INTERFACES 

INPUTS  CONNECTIVITY 
S-Video  DIN-4, or BNC x 2, 0.7 Vp-p +6/-3db, 75 Ω 
HD-RGBS, RGBS BNC x 5, or HD-15, 0.7 Vp-p ± 6db, 75 Ω 
SDI  BNC, 75 Ω  
Composite BNC, 0.7 Vp-p +6/-3db, 75 Ω  
HD-YPb Pr / YPb Pr BNC x 5, or HD-15, 0.7 Vp-p ± 6db, 75 Ω 
VGA BNC x 5, or HD-15, 75 Ω 

OUTPUTS CONNECTIVITY 
S-Video DIN-4 
HD-RGBS, RGBS BNC x 5, or HD-15 
SDI  BNC  
Composite  BNC 
HD-YPb Pr / YPbPr BNC x 5, or HD-15 
VGA  BNC x 5, or HD-15 

CONTROL INPUTS CONNECTIVITY 

Serial Remote D-sub 9pin, RS-232C 

INPUT FORMATS 

Format Input 
(Digital) Input (Analog) 

Horizontal  
Frequency 
(kHz) 

576/50i (PAL) SDI Comp, S-Video, RGBS, 
YPbPr 15.625 

480/60i 
(NTSC) SDI Comp, S-Video, RGBS, 

YPbPr 15.734 

576/50p  RGBS, YPbPr 31.250 
480/60p  RGBS, YPbPr 31.469 
720/50p  HD-RGBS, HD-YPbPr 37.500 

720/60p  HD-RGBS, HD-YPbPr 45.000 

1080/50i  HD-RGBS, HD-YPbPr 28.125 

1080/60i  HD-RGBS, HD-YPbPr 33.750 



COMPLIANCE & CERTIFICATIONS 

• UL 60601.1  
• EN 60601  
• MDD 93/42/EEC  
• CE  
• ISO 9001:2000  
• ISO 13485:2003  
• CAN/CSA C22.2 NO. 601.1 Class I Medical Device  
• FDA Registration #2954921  
• RoHS 
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