
Sony LMD-1950MD 

 

 

Technical Datas: 

Picture performance 

LCD-Panel a-Si TFT Active Matrix LCD with anti-reflexions-coating 
resolution 1280 x 1024 pixel (SXGA) 
brightness 280 cd/m² 
picture size (H x W)(diagonal) ca. 376 x 301mm; diagonal 482 mm 
aspect 5:4 
viewing angle 89°/89°/89°/89°(typical) (O/U/L/R contrast>10:1) 

Inputs / Outputs 

input Composite 
BNC (1x) 

1,0 Vss ±3 dB Sync. negative 

 Y/C 

4pin Mini-DIN (1x) 

Y: 1,0 Vss ±3 dB, Sync. negative 

C: 0,286 Vss ±3 dB (NTSC) / 0,3 Vss ±3 dB (PAL) 

 Component/RGB BNC (3 x) 

 Component 
Y: 1,0 Vss ±3 dB 

Pb, Pr: 0,7 Vss ±3 dB 

 RGB 

G: 0,7 Vss ±3 dB, Sync auf G 0,3 Vss 

B: 0,7 Vss ±3dB 

R: 0,7 Vss ±3 dB 

 Ext. Sync. 
BNC (1 x) 

0,3 ~ 4 Vss ± bipolarity (ternary) or negative polarity (binary) 

 Computer DVI-D: TMDS (single Link) 
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 HD15 
RGB analog: HD D-Sub, 15pin (connector); 

0,7 Vss 75 Ω Sync. positive(R, G, B) 
remote  parallel Modular, 8pin (assignable) 

 serial RS-232C (serial remote), D-sub, 9pin 
Output Composite BNC (1 x), Loop-through, automatic 75 Ω termination 

 Y/C 4-polig Mini-DIN (1 x), Loop-through, automatic 75 Ω termination 

 Component/RGB BNC (3 x), Loop-through, automatic 75 Ω termination 

 Ext. Sync. BNC (1 x), Loop-Through, automatic 75 Ω termination 

General 

power consumption 
Max.: approx. 66 W (with 2 pre-installed input-module-cards) 

Standard: approx. 59 W (without optional input-adapter) 

power requirements 24 V DC, 2,8 A, power supply separatly from 100 to 240 V AC ±10%, 
50/60 Hz 

operating temperature 0 to 40°C 
rel. operating humidity 30 to 85% (no condensation) 
storage & transport 
temperature -20 to 60°C 

storage & transport 
humidity 0 to 90% (no condensation) 

operating, storage and 
trasnport pressure 700 to 1060 hPa 

dimensions (W x H x 
D) 442 x 403 x 118 

mass 9,7 kg with 2 x analog component input-adapter 

supplied accessories 
lineadapter, AC-linecord, linecord-safety (2), DC-linecord, operating 
instructions, CD-ROM, instruction for CD-ROM short-instruction, 
instruction for first use, distribution agency  

optional accessories 

NTSC/PAL input-adapter 

analog Component-input-adapter 

SDI-4:2:2-input-adapter 

HD-SDI-& SDI-input-adapter 

monitorpedestal 
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