
Sony LMD-2450MD 

 

Monitor resolution has come a long way since the pioneering physicist Karl Ferdinand Braun built the first cathode-ray 
tube in 1897. Today, Sony’s innovative LMD-2450MD with Advanced Image Processing Technology enables clinicians 
to see still and moving images with 
accurate, high definition clarity and pinpoint precision making it ideal for critical endoscopic applications. 

Picture Performance 

LCD Panel Type  a-Si TFT Active Matrix 
Resolution WUXGA (1920 X 1200) 
brightness 470 cd/m² 
Effective Picture Size (W x 
H) 

Approx. 518 x 324 mm (20 1/2 x 12 7/8 inches) Diagonal 609 mm 
(24 inches) 

Aspect 16:10 
Colors  Approx. 16,770,000 colors (8-bit) 
Viewing Angle  89°/89°/89°/89° (typical) (up/down/left/right contrast > 10:1) 

 
 
Input/Output 

Input Composite 
BNC (x 1), 1.0 Vp-p ±3dB, sync negative 

 
Y/C 
4pin Mini DIN (x 1) Y: 1.0 Vp-p ±3dB, sync negative 
C: 0.286 Vp-p ±3dB (NTSC), 0.3 Vp-p ±3dB (PAL) 

 

Component/RGB BNC 
(x 3) 
Component: 0.7 Vp-p ±3dB (75% chrominance standard color bar signal) 
RGB: 0.7 Vp-p ±3dB (Sync On Green, 0.3 Vp-p, sync negative) 

 
Ext. Sync 
BNC (x 1) 
0.3 to 4.0 Vp-p ±bipolarity ternary or negative polarity binary 

 
Computer 
DVI-D (x 1): TMDS single link 

 

HD15 D-sub 15pin (x 1) 
0.7 Vp-p, sync positive (Sync On Green, 0.3 Vp-p, sync negative) 
Sync: TTL level (polarity free, H/V separate sync) 
Plug & Play function: corresponds to DDC-2B 

 
Optional 
1 slot Signal format: H 15 to 45 kHz, V 48 to 60 Hz 

 
DC IN 
DC 5 V/24 V (output impedance 0.05 Î© or less) 

Remote  Parallel 
Modular 8-pin (x 1) 

 
Serial 
D-sub 9-pin (RS-232C) (x 1) 
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RJ-45 modular (ETHERNET) (x 1) 

Output  Composite 
BNC (x 1), Loop-through, 75 Î© automatic termination 

 
Y/C 
4-pin mini-DIN (x 1), Loop-through, 75 Î© automatic termination 

 
Component/RGB 
BNC (x 3), Loop-through, 75 Î© automatic termination 

 
Ext. Sync 
BNC (x 1), Loop-through, 75 Î© automatic termination 

 
General 

Power Consumption  Maximum: Approx. 115 W (with 2 x BKM-229X) 

Power Requirements  AC 100 to 240 V, 50/60 Hz, 1.2~0.6 A, 
DC 24 V 3.5 A, 5 V 0.030 A 

Operating Temperature  0 to 35 °C (32 to 95 °F), Recommended: 20 to 30 °C (68 to 86 °F) 

Operating Humidity  30 to 85 % (no condensation) 
Storage & Transport 
Temperature  -20 to 60 °C (-4 to 140 °F) 

Storage & Transport 
Humidity  0 to 90 % (no condensation) 

Operating, Storage, and 
Transport 
Pressure 

700 to 1060 hPa 

Dimensions (W x H x D)  Approx. 602 x 386 x 110 mm (23 3/4 x 15 1/4 x 4 3/8 inches) 
(including projections) 

Mass Approx.8.5 Kg (18lb 12oz) (with BKM-243HS pre-installed) 
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