
Monitor Eizo L568M-K 

 

Safety: DIN EN 60950-1 (Information technology) 

EMC: DIN EN 55022 (Information technology) 

 

Brightness Stabilization  

At startup or upon wakeup, the EIZO patented drift correction function quickly stabilizes the brightness level. In 
addition, a sensor measures the backlight brightness and compensates for brightness fluctuations caused by the 
ambient temperature and the passage of time. This brightness stabilization function is EIZO patented technology 
(Japan patent numbers 3171808 and 3193315, US patent number 6188380).  

Outstanding Contrast Ratio  

Makes images on dark backgrounds appear more vivid, brings out the subtle differences in similar shades of color, 
and ensures that colors retain their richness even in brightly lit rooms.  

Wide Viewing Angles  

Viewing angles are 178° wide with minimal color shift when viewed from the side. CAL Switch and DICOM Simulated 
Modes The front button operated CAL Switch function consists of five user-selectable modes, each with different 
settings for brightness and gamma. It includes two DICOM simulated modes - DICOM-CL and DICOM-BL for clear 
and blue base film, as well as Custom, sRGB and Text modes. Furthermore, with ScreenManager Pro for Medical 
installed, auto mode settings can be made with the Auto CAL Switch function.  

Ergonomic Design  

Narrow bezels require less eye movement in a multi-panel environment. The height and pivot adjustable stand offers 
added flexibility and viewing comfort. 
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