
ideal for:

Surgery / intensive care:
endoscopy:
diagnosis:
examinaƟ on:
paƟ ent's surroundings:

***
***
***
***
***

e-medic™ Silence TP 4 
24" fanless All-in-One Panel PC  for operaƟ on rooms and hygienically sensiƟ ve areas. 

ideal for:

Surgery / intensive care:
Endoscopy:
Diagnosis:
Viewing:
PaƟ ent environments:

***
***
***
***
***

Intel® 4th generaƟ on up to i7 Quad-Core

viewing angle stable and colourfast A-MVA Plus 
Panel

easy to clean - wipeable closed casing

versaƟ le use - only 9 kg light weighted

cost-effi  cient - low maintenance 

DVI - digital input for a second device

saves addiƟ onal UPS -  baƩ ery installable

▶

◀

▶

◀

▶

◀ 

▶

The e-medic™ Silence TP 4 PC is an all-in-one panel PC soluƟ on for the medical area. The system combines PC, display, speaker 
and opƟ onal UPS in one casing.  An energy effi  cient LED backlight display with a processor of the Intel® Core™ 4th GeneraƟ on 
are combined in a completely closed 24" casing. 

By means of the direct channel heatpipe the produced heat is leaded out of the casing interior, without using parts like 
venƟ laƟ on fans. The energy saving A-MVA+ panel provides an especially high colour stability, even with lateral view angle, due 
to the arrangement of the liquid crystals in strips. Features like an addiƟ onal web cam, bluetooth, an integrated WLAN antenna 
as well as PCI-e riser card, internal RFID reader, an UPS retrofi t funcƟ on individualize the system and are opƟ onally available.

Upgrades and accessories on request.
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▶

Item No.:

processor:

processor core:

chipset:

memory extension:

hard disks: 

graphics:

external interfaces:

isolated ports (opƟ onal): 

internal slot:

Speakers:

operaƟ ng elements:

LAN:

power pack:

Power consumpƟ on:

casing:

Kensington lock:

dimensions (W x H x D):

OpƟ onal:

weight:

installaƟ on:

cooling system:

Temperature (operaƟ on):

Temperature (storage):

wetness (operaƟ on):

wetness (storage):

IP protecƟ on class:

Standards:

guarantee:

type:

Touch Technology:

resoluƟ on:

contrast:

brightness:

color value:

angle of vision:

response Ɵ me:

hardness grade display:

LED technology:

Intel® HD Graphics 4600  (Direct X 11) onboard, with Video- and 3D acceleraƟ on, 3 monitors operaƟ on

2x Display Port out, 1x DVI-D In, 3x Analog Audio, 2x USB 2.0, 4x USB 3.0, 2x RJ45 LAN, 1xCOM-RS232, 1xCom-RS232/RS422/RS485

2 x RS232; 1 x LAN; 1 x USB

1 x PCI-e x 16; 2 x Mini PCI-e

2x5 WaƩ  polypropylene speaker

projected to the front, capaciƟ ve; Power on/off ; brightness, volume; Backlight on/off ; Touch on/off , Ölwechsel on/off , DVI input

2x Marvell 88E8071 Gigabit LAN 

medical, external, 180 W table power pack

75 W (typical, without expansions)

closed, fanless, anƟ bacterial plasƟ cs casing with addiƟ onal potenƟ al equalizaƟ on pin, colour: white

Yes

398 x 606 x 66 mm
 
Bluetooth; WLAN ; RFID Reader; UPS BaƩ ery Pack ; PCI-e Riser ; 5 MP WebCam ; anƟ bacterial Desktop stand; PM-Modules (on request)

9.0 kg (approx, without power supply unit

VESA 75 / 100

direct channel heatpipe / fanless

0 °C bis 40 °C

-20 °C bis 60 °C

10 % up to 90 % (not condensing)

10 % up to 90 % (not condensing)

IP65 – front side / IP53 - back side

EN 60601-1-2: 2007, EN 60601-1: 2006, EN60950, CE, RoHS

2 years, extandable to 5 years

24'' A-MVA+ Panel with durable LED Backlight

PCT MulƟ touch - 10 fi nger - glove operaƟ on

1920 x 1080 (Full HD)

3000:1 typical

250  cd/ m² typical 

16.7 M 

Wide View 178°

3,8/ 1,2 typical (Tr/ Td)

7H, AnƟ -Glare

Hi-Bright White LED Edge 1 Way

LCD Panel Specifi ca  ons:

i5                     i7

2010338

Intel® Core™ i5-4402E 1.6Ghz 

Dual-Core, 3 MB Cache, with Hyper Threading

BGA1364/ Intel® QM87

SoDimm DDR3 1600Mhz, max. 16GB, Dual Channel

max. 2x S-ATA 2,5'' and 1x MSATA

2010337

Intel® Core™ i7--4702HQ 2.2Ghz

Quadcore, 6 MB Cache, with Hyper Threading

BGA1364/ Intel® QM87

*    external display required

e-medic™  Silence TP 4

Technical data

     ���������	
����
�����������
����������
��������������������������������������!"#$$%&"�$��'(�&)$(������*�+��!"#$$%&"�$��'(�&)�##�����������
�����,,,�������)��	
����	�


