
Supported formats:

Smart card
Operating Frequency:

Max. baud rate: 

Supported Cards:

Number of slots: 

Ejection mechanism:

Number of card slots: 

Operating temperature 
range:

Storage temperature : 

Humidity: 

max. drop height: 

IP-protection class 
reader:

IP-protection class 
mounted on Docpad: 

color:

dimensions (WxHxD): 

weight: 

Vibration & Shock: 

  

ISO/IEC 7816 Part 1 to 4; EMV 2008 Ver 4.2 Level 1

up to 16 MHz

600 Kbps

Class A, B and C asynchronous smart cards (T = 0, T = 1), synchro-

nous smart cards (2-wire, 3-wire, I²C)

Single SmartCard Slot

manually

20.000 at least

10 ° C up to + 50 ° C

20 ° C up to + 60 ° C

0% up to 90%, non-condensing 

1 m (on concrete)

non

IP 65

white

143,7 x 134 x 10,8/16,2 mm

78 g

Random vibration: 5 Hz: 0.10 m²/s, 12 Hz: 2.20 m²/s³, 20
Hz: 2.20 m²/s³, 200 Hz: 0.04 m²/s³, 500 Hz: 0.04 m²/s³, time: 2 hours 
in each direction (X,Y,Z), temperature: 23 ± 5 ° C, 35...70% RH

▶ Technical Data:

Datasheet Docpad™ SmartCard Reader
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Docpad™ SmartCard Reader

CT-API-compliant 
compatible with Rugged Frame
quick and simple startup
IP 65- Protection class 
(mounted on the DocPad)
no cable required

▶
◀
▶
◀

▶

With just a few steps the Smart Card Reader turns your Docpad™ to a true all-rounder.  For use,  you only have to replaced the 
battery cover against the SmartCard reader.   


